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Abstract (double space)

Some carpets have the peak of sound absorption coefficient in medium frequency zone. We found that these characteristics are peculiar to tufted carpets which have fiber assemblies in the bottom layer in the installed state. 

It is theoretically elucidated that these characteristics are due to sound absorption, to which the resonance absorption of panel type is added. In this case, the resonance frequency is in good conformity to the measured values, which the mass of panel is taken as the mass per unit area of the primary backing layer including pile part.
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１．まえがき 
　　　（ダブルスペース）

　流体中における繊維の運動は紡績や繊維強化複合材料の成形などの工程で見られる重要な現象である[1]．これらの工程では，空気や高分子融液などの流れの中にある繊維の運動を知り，それをうまくコントロールすることが製品の品質や生産性を向上させる上で必要となる[2( 4]．

２．基礎式

2.1 流れ場の基礎式
　

非圧縮性のニュートン流体の流れ場を求める方程式は連続の式とNavier-Stokes方程式である．
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　　　（変数の文字サイズは10pt，添え字のサイズは6ptとすること）
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は流体の密度，
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は時間，
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は等方圧力，
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は流体の粘度である．各時刻において繊維から受ける外力
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が分かると(1),(2)式から次の時刻における流れ場が計算できる[2, 3]．また，Fig. 1およびTable 1に示すように， 

５．結　言
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Figure captions

Fig. 1 Schematic diagram of a circular contraction and Observation planes.

Table captions

Table 1 Flow visualization conditions of the 0.2 and 0.5wt%PAA solutions.

[image: image9.wmf]R

u

R

d

x

y

z

Cross section C


                    Fig. 1
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