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1. Aims & Scope

Journal of Textile Engineering (JTE) is a peer-reviewed, bimonthly journal in 
English and Japanese that includes articles related to science and 
technology in the textile and textile machinery fields. It publishes research 
works with originality in textile fields and receives high reputation for 
contributing to the advancement of textile science and also to the 
innovation of textile technology. 

2. Types of Manuscript

Original Paper: Unpublished paper with originality and novelty in science 
and engineering related to textile or textile machinery, which are reliable 
and have new and valuable results. The length of the manuscript should 
not exceed 8 pages after printing. 

Review: Unpublished compilation of recent research, development trends, 
and future outlook for science, engineering, and technology related to 
textile or textile machinery, citing numerous past papers and reports. The 
length of the manuscript should not exceed 8 pages after printing. 

Short Paper: Similar to the research paper, short paper is an unpublished 
one on science and engineering related to textile or textile machinery, and 
it is a sprouting and fragmentary research, but it has reliable and valuable 
results. The length of the manuscript should not exceed 4 pages after 
printing. 

Technical Report: Unpublished report on technology related to textile or 
textile machinery, which has earned reliable and new and valuable results 
and emphasized the publication of technologies that contribute to the 
development of textile technology and the textile industry. The length of 
the manuscript should not exceed 6 pages after printing. 



3. Submission of Manuscript

Author(s) are requested to send their manuscript via e-mail as an 
attachment to the Editor-in-Chief at 

tmsj-submission@tmsj.or.jp 
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5. Copyright Transfer

Copyright after publication belongs to TMSJ. You are requested to agree to 
the "Transfer of Copyright Agreement" and send the one with your 
signature via postal mail when you submit your manuscript. It should be 
addressed to the Journal Editorial Board as stated above. 

6. Publication Fee

Publication fee not including tax (Japanese Yen) 

Page(s) 1 – 4 5 6 7 8 9 10 

TMSJ member 20,000 30,000 35,000 40,000 50,000 60,000 70,000 

Non-member 30,000 40,000 45,000 50,000 60,000 70,000 80,000 
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tmsj-submission@tmsj.or.jp 
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